Boat Insurance Survey Checklist
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Safety Gear

Have the current safety gear on board and in a place that is easily accessible for the surveyor to examine,
catalogue, and confirm current standards and dates as required by Australian and local state law.

Suitable quantity, correctly sized and proper type life jackets on board for all potential crew and guests.
Even though all states do not require them, the current Australian Standard AS4758 printed on the life

jacket, with a manufacture date of less than 10 years old are acceptable in all states, required in most.

Check your state regulations for varied rules.

Appropriate number of current, portable fire extinguishers (less than 5 years old) for the size of vessel.
Portable fire extinguishers must be mounted.

Current dated flares in an appropriate container. Remove any expired flares (considered explosives) and
deposit at your local VMR or Coast Guard. (Ring first as not all VMR locations accept expired flares.)

Anchor, chain, fittings must be rust free with windlass operable. The rode (if applicable) should not be
frayed, the bitter end attached in most cases and, shackles, if present, safety wired. We must be able to
operate the windlass while on board.

Navigation lights completely operable, good condition and in correct positioning. This includes navigation
red and green side lights, stern light, anchor light and steaming light if applicable.

Operational spotlight or torch depending upon the size of vessel.

Paperwork

For smaller boats or trailer boats, registration information; this document will have a Hull Identification
Number (HIN) and rego numbers.

Documentation for a fixed engine room fire system, if installed; must have been serviced within the last 5
years.

If there are LPG or gas appliances and bottles on board, a gas inspection certificate within 3 years is
required in most states. Check your state for further details and have the proper paperwork available.

A vessel owner’s manual can be helpful if systems are a challenge to find due to installation under built-
ins, equipment that may not be accessible or there is a trick to accessing an area or system.

If your vessel is a sailboat, documentation regarding most recent mast and rigging service is required to
insure those components of the vessel. Sail inventory list is helpful.
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LPG System

Have the ‘Gas System Compliance Certificate’ available. This certificate in Queensland must be less than
3 years old.

Bottles must be secure in brackets outside or secured in a specific, gas labelled locker that is vented from
below. (LPG is heavier than air).

Bottles and connections must be in good condition with little or no corrosion on fittings.

Inspection Below the Waterline, Inside and Out

Have the vessel neat and tidy.

Make sure access to areas in the vessel below the waterline are accessible to inspect skin fittings, valves,
bilge pumps, drive shafts, rudders, and any other equipment that penetrates the hull. This includes under
floorboards, beds, cabinetry hatches and cushions.

Bilge pumps, skin fittings and valve handles will need to be accessed and confirmed they operate properly
and are in good condition.

Valve handles must be attached to the valves.

Black water valves shall not be tied or locked open.

Engine Room

We will inspect the engines, rudder system, batteries, electrical system, fuel system, and plumbing system
for any potential hazards and let you know if there may be a condition for you to address or monitor. Unsafe,
unfinished and unfinished conditions will be noted.

Batteries must have corrosion free terminals.

Secure all batteries to ensure they can not move more than 25mm in any direction.

If batteries do not have a lidded compartment, rubber safety boots or secure covers should cover and
protect positive terminals.
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Exterior Hull

Hull condition should be void of excessive blistering.

Running gear such as shafts, propellers, skegs, rudders and other related components should be in good
working order and free from corrosion.

Anodes should have at least 50% of life left.

Other

Remove any standing water from the vessel.

Let us know if there may be special ways to access the vessel or areas of the vessel.

Completing this checklist will prepare your vessel for the survey. This will help expedite the delivery of
your report.

If you are unable to complete all the checklist items before the survey, our expert team will provide
detailed recommendations in the report. Your insurance company will then determine how to address
these items, potentially requesting invoices, photos, or a follow-up visit by our surveyor. With our
professional guidance and care, you can feel confident that you're in good hands.

We are here to work with you to achieve the best outcome for everyone involved. To ensure a smooth
and efficient process, it's important for the surveyor to examine, photograph, and operate certain
systems. While verbal assurances that systems or components are working are helpful, they must be
verified through our thorough examination. By collaborating closely, we can ensure the most accurate
and beneficial results for your vessel.
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